Resilient Connecticut 2.0 Phase ||

Regional Adaptation/Resilience Opportunity Areas

Zones of Shared Risk

Name: Stafford Springs
Location: Stafford

| POCD Potential Development Areas*

@) Emergency Services
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@ Water Pollution Control Facility

e=== Designated CT Greenway

Schools

Consideration Characteristics of Area

Flood Vulnerability

Heat Vulnerability

Social Vulnerability

The Willimantic River intersects with Ginger Brook and
flood zones associated with the Rhode Island Mill
Ponds in the Stafford Springs section of the Town of
Stafford. Multiple critical facilities are located in
Stafford Springs, including the Town Hall, a fire station,
and the town's Water Pollution Control Facility. The

broader area is characterized by moderate flood, heat,
and social vulnerability.

Warren Memorial Town Hall
Stafford Fire Dept Station 245
Stafford Water Pollution Control Facility

Borough Elementary School
Willimantic River Greenway
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Adaptacion regional/Areas de oportunidad de resiliencia

Zones of Shared Risk @ Water Pollution Control Facility
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Consideraciones Caracteristicas del area
Vulnerabilidad a las ‘
inundaciones
Vulnerabilidad al calor

Vulnerabilidad social
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El rio Willimantic intercede con el arroyo Ginger y las

zonas de inundacion asociadas con Rhode Island Mill
Ponds en la seccidon de Stafford Springs del pueblo de
Stafford. Multiples facilidades criticas estan ubicadas en
Stafford Springs, incluyendo el ayuntamiento, una

estacion de bomberos, y la Instalacién de Control de la
Contaminacién del Agua del pueblo. El &rea mas amplia

se caracteriza por moderada vulnerabilidad a las
social.

inundaciones, vulnerabilidad al calor, y vulnerabilidad

Warren Memorial Town Hall

Stafford Fire Dept Station 245
Stafford Water Pollution Control Facility

Borough Elementary School
Willimantic River Greenway
UCONN

UNIVERSITY OF CONNECTICUT

ST

£ ////I /II
GES:

799 ft
-

W\
e
TN

¥
CIRCA

BS, USGS,?EJGA, NASA, CGIAR,
N Robinson, NCEAS, NLS, OS, NMA,
Geodatastyrelsen, Rijkswaterstaa(t’,' GSA, Geoland,
FEMA, Intermap and the GIS user community, Esri

Community Maps Contributors, Esri, TomTom,

Garmin, SafeGraph, GeoTechnologies, Inc, METI/
NASA, USGS, EPA, NPS, US Census Bureau, USDA,

USFWS

*Areas identified in POCDs as supporting development, redevelopment, or other types of economic activity




